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TRENCH CROSS SECTION

(D SLEEVE SHALL BE HEAVY WALL RIGID GALVANIZED STEEL (RGS) CONDUIT.
(© SLEEVE SHALL EXTEND A MINIMUM OF 2 FT. BEYOND BACK OF CURB.
(D SLEEVE SHALL BE A MINIMUM OF 30" BELOW ROADWAY OR CURB BOTTOM.

ELECTRIC CONDUIT INSTALLATION

" ABOVE STONE BASE
I NO SPLICES SHALL BE MADE IN HANDHOLE. > £ STONE B N.T.S.
2. POLYMER CONCRETE HANDHOLE AND LID SHALL BE GREEN A8
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ELEVATION SECTION A-A @
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NOTES: pa1-ckT ¢ Q| Q P24-CKT D N [0 HANDHOLE
1. FOUNDATIONS SHALL NOT PROTRUDE MORE THAN 4 ABOVE FINISHED GRADE, INCLUDING ANCHOR RODS. |
|
DX, POLE NUMBER
2. GROUND ROD SHALL BE CAST INTO CONCRETE FOUNDATION WITH 8 FEET IN CONTACT WITH SOIL. ONE LINE i e A LUMINAIRE CIRCULT
3. FOUNDATIONS SHALL BE VIBRATED IN ACCORDANCE WITH IDOT STANDARD PRACTICES. CIRCUIT DIAGRAM P26-CKT D O . O Pas-ckT ¢ — -~ ROADWAY ¢
4, ALL ABOVE ITEMS INCLUDING CONCRETE, REINFORCEMENT, RACEWAYS AND FORMWORK SHALL BE INCLUDED IN N.T.S. Sio
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